SPORTSERVE
FAVERO FC54H25N-12A1

The FC54H25N-12A11s a wireless indoor system, perfect for single court sports halls, 110m optimum
viewing distance using 250mm high LED display. Score display from 0-199, multisport capabilities,
programmable team names with side panels for number and fouls of 12 players

Basketball (FIBA level 3) - Netball - Handball - Volleyball - Boxing - Wrestling - Water polo
Tennis - Table Tennis - Badminton - Ice Hockey - 5-a-side football - Futsal

2410

110m max. viewing distance

250mm high LED score display

Touchscreen scorepad with carrying case . |THL'T' FRHHEE

1430

(optional)

codouns

Programmable team names
FIBA Level 3 approved
Integrated horn (120dB at 1m)
Penalty times/Team fouls

Dimensions: L2410 x H1430 x D90mm
Weight: 70kg
Scoreboard construction: Powder coated aluminium/polycarbonate
Optimal viewing distance: 110m
Viewing angle: 150°
Power supply: 100-240V AC, 50/60Hz, 400VA
Communication: Keyboard/Scoreboard link by wire or HF radio
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FAVERO FC54H25N-12A1 (PG 2)

SPORTSERVE

Score: 3 red 250mm digits per team

Period number:
Game clock, local time or time-out timer:

Time-out indicators:

200mm
250mm

3 green dots per team

Penalty times/Team fouls 1red 200mm digit per team

Programmable team names:

Possession indicator:

6 White 160mm letters

1red dot per team

Player Number: Fixed 80mm digits per player

Individual fouls indicators: 4 yellow dots and 1 red dot per player

Touchscreen scorepad with carrycase (optional)
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